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Abstract
We demonstrate the use of laser-induced incandescence (LII) of submicron tungsten carbide (WC) particles as a method 
for particle image velocimetry (PIV). The technique allows a single laser to be used for separate measurements of velocity 
of two phases in a droplet-laden flow. Submicron WC particles are intentionally seeded into a two-phase flow, and heated 
by a light sheet generated by a double-pulsed PIV laser operating at sufficiently high pulse energy. The small size and large 
absorption cross section allows particles to be heated up to several thousand degrees Kelvin to emit strong incandescence 
signals, whilst the laser-induced temperature increase in liquid droplets/large particles is negligible. The incandescence 
signal from WC and Mie scattering from droplets/large particles are separately captured by deploying different filters to a 
PIV camera. The consecutive images of the laser-induced incandescence (LII) are used to determine the velocity field of the 
gas-phase flow, and those of Mie scatter are used to extract the velocity of droplets/large particles. The proposed technique 
is demonstrated in an air jet first and compared with the result given by a normal PIV test, which shows that submicron WC 
particles can accurately follow the gas flow, and that the LII images can be used to perform cross-correlations. We then apply 
this technique on an ethanol droplet/air jet (non-reacting), demonstrating the resulting slip velocity between two phases. 
The proposed technique combining PIV and LII with a single laser requires little additional equipment, and is applicable to 
a much higher droplet/particle density than previously feasible. Finally, the possibility of applying this technique to a flame 
is demonstrated and discussed.
1 Introduction
Two-phase flows are of wide interest for a variety of indus-
trial processes, and especially for combustion conversion 
devices, such as liquid-fueled engines, gas turbines and 
solid fuel conversion. The interaction between fuel drop-
lets/particulates and gaseous flows is of interest to capture 
the mass and heat transfer between particle and surround-
ing gas. Particle image velocimetry (PIV) is often used to 
collect information on the velocity field for each phase to 
validate models of droplet/particulate flow and reaction. 
However, such measurements are challenging for a number 
of reasons; in particular, droplet and particle sizes relevant 
to combustion applications range from tens to hundreds of 
micrometers. This has two consequences: (a) larger parti-
cles do not follow the gas flow, particularly under conditions 
where droplets are injected with high momentum relatively 
to the surrounding gas; (b) seeding micron-sized tracers into 
the two-phase flow cannot solve the problem, because the 
Mie-scatter PIV measurements produces blooming bright 
spots for the larger particles on the images over the much 
dimmer smaller particles, biasing and limiting the measure-
ments under the limited dynamic range of typical cameras. 
There is a vast literature on developing advanced PIV tech-
niques for multi-phase flow in non-reacting cases, but to the 
authors’ knowledge, none of these studies were aimed at 
or conducted in reacting cases. Hence, the purpose of this 
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study is to develop a new PIV technique that can be applied 
to measure both non-reacting and reacting two-phase flows. 
A summary and detailed classification of previous methods 
can be found in the work by Khalitov and Longmire (2002).
Methods for discriminating velocities in two differ-
ent phases fall into two categories: color-based methods 
and Mie-scatter methods. These are described below in 
sequence.
Color-based methods typically use the fluorescence signal 
from micron-sized tracers doped with laser dye to separate 
Mie scattering from liquid droplets/non-fluorescent par-
ticles. The gas-phase velocity is derived from the former, 
whilst the velocity of the disperse form is extracted from 
the latter. Examples of this approach can be found in Tow-
ers et al. (1999); Driscoll et al. (2003). The technique suf-
fers from the disadvantages that (a) fluorescent particles are 
relatively expensive or difficult to prepare in the laboratory, 
(b) the dyes used to dope the particles/droplets are usually 
highly toxic, requiring special safety procedures, (c) high 
laser energy is required for sufficient signal yield, and, most 
relevant to combustion studies, (d) the fluorescence signal 
disappears at high temperatures due to thermal quench-
ing and decomposition of dyes in a flame. One of the most 
recent reports on fluorescence-based PIV by Petrosky et al. 
(2015) showed that KR620-doped particles could be a good 
surrogate for conventional fluorescence tracers due to their 
low toxicity. However, these particles do not overcome the 
problem of low signal yield.
Previous work Fan et al. (2016) demonstrated PIV meas-
urements with phosphorescence signal using ZnO particles 
(< 2 μ m) excited by a double-pulsed UV laser at 355 nm, 
with an emission spectrum spanning from 350 to 450 nm. 
Such a technique can be used for velocity measurements 
in two-phase flows under non-reacting conditions, using a 
suitable pulsed laser sheet in the UV range. Unlike specially 
made fluorescent particles, ZnO particles are inexpensive, 
non-toxic and the resulting light emission is sufficiently 
strong at the low temperatures, but its signal strength drops 
quickly as temperature increases, and can no longer be 
detected by unintensified CCD cameras beyond 500 K.
An alternative approach to fluorescence and phosphores-
cence is based on the area dependence in Mie scattering: 
signal from both large droplets or solid particles and inten-
tionally seeded micron-sized tracers are recorded by a sin-
gle camera. Large particles are segregated from the smaller 
particles by preprocessing the PIV image before cross-
correlations are made. Sophisticated algorithms have been 
developed based on signal intensity differences (Sakakibara 
et al. 1996), spot size (Hassan et al. 1992), spot shape (Kiger 
and Pan 2000), or their combinations (Khalitov and Long-
mire 2002). The cost of the Mie-based method is relatively 
low on the experimental side, but the algorithms used are 
significantly more computationally intensive than in usual 
PIV processing. Further, there is no universal algorithm for 
all two-phase flows, and image processing methods and fil-
ter parameters need to be selected based on the particular 
conditions of PIV images from each test. Factors such as 
the seeding density, contrast between large and small par-
ticles, and the background signals all have strong effects 
on the selection of filters and the sequence of operations. 
Experimentally, the limited camera dynamic range creates 
a problem: since Mie-scattering intensity is proportional to 
the square of particle size, apertures must be chosen so as to 
enable visualization of the smallest particles, yet the light 
scattered from particles of hundreds of micrometers size 
may exceed the exposure limit and permanently damage the 
CCD sensors. Finally, the main limitation of the Mie-based 
method is the requirement that the original liquid or solids 
particle concentration should be very sparse. Due to dif-
fraction, particle images appear to be much larger than their 
physical size. Therefore, even for a moderate droplet/solid 
number concentrations in a gaseous flow, PIV images can 
be dominated by large bright spots, while the small and dim 
images of seeded tracers cannot be separated from those 
large spots. This strongly limits the application of Mie-based 
methods in combustion studies, because the spacing between 
fuel droplet/particles is designed to be sufficiently small to 
allow continuous flame propagation in the mixture, espe-
cially in the case of less volatile fuels (Myers and Lefebvre 
1986). On the image processing side, difficulties include (a) 
decreases in droplet and particle size due to evaporation or 
reaction, (b) variable spatial concentration over sharp tem-
perature gradients, and (c) image distortion near inhomoge-
neous gas refractive indices such as flame regions. To date, 
there has not been a general algorithm that can deal with all 
of these issues.
The absence of a velocity imaging technique for two-
phase flames has been reflected in recent combustion studies. 
In a recent review on work on spray combustion modeling 
(Sánchez et al. 2015), it was concluded that the slip motion 
of fuel droplets has an effect on the heat and mass transfer 
between the droplets and the gaseous flow. Most current 
studies on sprays rely on Laser Doppler Anemometry (LDA) 
to measure droplet velocities based on their size range by 
applying different masks, such as Kourmatzis et al. (2015) 
and Kariuki and Mastorakos (2017). However, LDA cannot 
resolve velocities spatially, and the velocity for different size 
ranges cannot be measured simultaneously. The difficulty 
in obtaining gas-phase velocity was also highlighted in a 
study on the combustion of aluminum suspensions (Julien 
et al. 2015). Julien and co-workers attempted to measure the 
burning velocity of aluminum particles (SMD = 5.6 μ m) on 
a counterflow burner with PIV, but they found that the slip 
motion of these particles was considerable. Since no tech-
nique was available to determine the fluid velocity directly 
from this particulate flame, they estimated the effective 
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Stokes time by conducting a calibration in a cold impinging 
jet, and then corrected the lag in particle motion.
To implement velocity measurements in two-phase 
reacting flows, we propose using the laser-induced incan-
descence (LII) image pairs from submicron black tracers 
in PIV, rather than images of Mie scattering, fluorescence 
or phosphorescence. LII imaging traditionally works by 
heating soot particles to sufficiently high temperatures by 
a high-energy laser sheet so as to reach a fixed sublima-
tion temperature, allowing the incandescence signal to be 
dependent primarily on the concentration of particles. A 
comprehensive review on the theory of LII and its applica-
tion can be found in Michelsen et al. (2015). The LII tech-
nique has also been used to detect carbon black particles in 
dispersed form (Dankers et al. 2002). In addition, there have 
been several recent attempts to use LII technique as a diag-
nostic method for the flame synthesis of nano-particles such 
as silicon (Sipkens et al. 2013) and titania (Cignoli et al. 
2009). In this study, submicron tungsten carbide (WC) par-
ticles were seeded into a droplet-laden flow and illuminated 
using a 532-nm PIV laser at a sufficiently high pulse energy. 
The WC submicron tracer particles were heated to several 
thousands of degrees to emit a strong incandescence signal, 
whereas the temperature increase for large droplets is negli-
gible. The radiative incandescence due to high-temperature 
black body radiation can be collected away from the exciting 
wavelength (in this case, 400–450 nm), thus allowing a sepa-
ration of the signal from the submicron particles relatively 
to the liquid/solid phase.
This paper introduces the fundamentals of LII-based PIV, 
demonstrating the technique for non-reacting two-phase 
flows, and shows the possibility of application to reacting 
flows. The experimental setup for LII-PIV is described in 
Sect. 2. Section 3 demonstrates LII-based PIV in a single-
phase air jet, and compares results with those obtained by 
Mie-based PIV with 1 μ m alumina particles. Velocity meas-
urements in a non-reacting droplet-laden (ethanol SMD = 
38.2 μ m) flow and a methane/air flat flame are presented in 
Sects. 4 and 5, respectively.
2  Experimental
2.1  Optical system
A double-pulsed Litron Nano-PIV laser at 532 nm was 
used to generate a diverging light sheet with a thickness of 
approximately 0.3 mm, by expanding the beam through a 
focal length FL = − 150 mm concave cylindrical lens fol-
lowed a FL = 500 mm convex lens. The height of the laser 
sheet above the test section is about 6 cm. The laser energy 
used was 74.2 mJ for the first pulse, and 87.5 mJ for the 
second pulse, for an average laser fluence of 0.42 and 0.49 J/
cm2 , respectively. A 2048 × 2048 pixel CCD camera (Image 
Pro X 4M, LaVision) was operated in double frame mode 
at 5 Hz to collect both the LII and Mie-scattered signal. 
The exposure time for the first frame was fixed at 5 μ s, and 
the exposure is fixed by the camera CCD technology to a 
minimum of ∼ 150 ms for the second frame. A Nikkor 60 
mm micro lens was used to focus the image. The spatial 
resolution was 31.9 μm/pixel as calibrated by a target plate. 
An averaged background signal was recorded and subtracted 
from the 400 images collected. Due to a limited number of 
cameras available at the time of the test, the LII and Mie-
scattering signal were captured non-simultaneously by the 
same camera, but with different filters: (a) for the LII signal, 
a 425 ± 25 nm bandpass filter was installed in front of the 
lens and the aperture was opened wide (f/2.8D) to guarantee 
a sufficiently strong LII signal; (b) for Mie scattering from 
micron-size particles, the combination of a ND = 0.6 neu-
tral density filter and 532 ± 1.5 nm narrow bandpass filter 
was applied, and the lens aperture was set to f/5.6D; and (c) 
for the very strong scattering from large droplets, a ND = 
2 filter was used instead, which reduces the signal to 1% of 
its original value, and the aperture was reduced to f/22D to 
avoid any damage to the CCD.
2.2  Particles
The tracer particle type for LII-PIV experiments in flames 
was chosen according to the following considerations: (a) 
the product of laser light absorption efficiency and energy 
used should be sufficiently large to obtain adequate LII sig-
nal strength; (b) the material should be non-reactive and 
able to withstand high temperatures; (c) the particle should 
be small enough to follow the sharp velocity gradients in a 
turbulent flame; and (d) the particles should be sufficiently 
large to produce a recognizable individual particle image 
for a successful cross-correlation. Ideal tracers for this tech-
nique should also be non-abrasive (for internal flow studies) 
and inexpensive (for large flow rate systems).
After considering a number of tracers, such as carbon 
black, graphite, manganese oxide and silicon carbide, the 
material selected was tungsten carbide (WC) with particles 
supplied by A.L.M.T. Corp. (WC02N). The Sauter Mean 
Diameter (SMD) of the WC particles is 0.2 μ m, with a 
standard log mean deviation of 0.16 μ m. The Stokes num-
ber of these particles is far below unity at the velocities 
considered; hence, their slip velocity should be negligible, 
as also demonstrated experimentally in Sect. 3. Tungsten 
carbide appears as black in powder form, which suggests 
that WC particles have a high absorption efficiency to vis-
ible and infrared light source. The melting point of WC is 
around 2800 ◦ C; so, particles remain stable at most flame 
temperatures. The WC powder is inexpensive (< $130/kg) 
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and non-toxic; so, it can be used in large quantities without 
safety concerns under well ventilation. These characteris-
tics make WC particles an ideal candidate for the proposed 
LII-PIV technique. LII-PIV using carbon black and graphite 
was also attempted, but it was found to be more difficult to 
handle and disperse, and the results are not shown here. For 
comparison, a common PIV tracer, 1.0 μ m alumina (0CON-
007, Logitech Ltd.) was also applied to perform PIV meas-
urements described in the following experimental sections.
2.3  Seeding density
Controlled seeding density is important for LII-PIV in 
a flame, as the flames may be sensitive to particle load-
ing. Firstly, the local gas temperature may increase as the 
heat absorbed by particles from the light source is even-
tually passed to ambient gas via convection and radiation. 
This was reported for 2C-LII on a sooting ethylene diffu-
sion flame (Nordström et al. 2014), where the soot volume 
fraction reported was several orders of magnitude higher 
than the normal seeding level for PIV measurements. In 
the present study, the particle concentration is estimated as 
1.6 × 1011 particles∕m3 based on the Mie-scattering images 
( ∼ 50 particles per 32 × 32 interrogation window). With this 
seeding rate, the heating effect on local gas is estimated as 
follows.
Consider a single particle of diameter d heated by uni-
form laser light of wavelength 휆 , with a fluence F in the 
Rayleigh regime. The total energy absorbed is given by:
where E(m) is the refractive-index function for absorption 
of the tracer particle. In the absence of data for WC particles, 
the value E(m) = 0.24 for soot particles is assumed 
(Krishnan et al. 2001). For a wavelength of 532 nm, a parti-
cle diameter of 200 nm and a mean fluence of 0.45 J∕cm2 , 
the total energy addition is 1.6 × 10−11 J/particle . For an 
estimated concentration of 1.6 × 1011 particles∕m3 , the total 
energy eventually transferred to the gas corresponds to 
Q = 2.6 J∕m3 . The expected temperature rise for air proper-
ties of 휌 = 1.2 kg/m3 and cp = 1000 J/kg K is therefore 
ΔT =
Q
휌cp
≈ (10−3) K, which is clearly negligible.
A second consideration might be that the presence of parti-
cles with high radiative emissivity may increase the radiative 
heat loss from the flame: if the seeding density is too high, the 
temperature distribution in the flame may be changed; if too 
low, the particle images become too sparse to provide a veloc-
ity field with a decent spatial resolution. Here, an approximate 
calculation on the radiative heat loss is presented as follows. 
For a single spherical WC particle in a flame at 2100 K, the 
radiative heat loss rate is estimated by the Stefan–Boltzmann 
(1)qp =
4휋dE(m)
휆
F
휋d2
4
,
law (Kock et al. 2006), and neglecting absorption of the radia-
tion by surrounding particles, we have:
where 휀 is the emissivity of tungsten carbide particles, taken 
as unity. 휎 = 5.67 × 10−8 W/(m2K4 ) is the Stefan–Boltzmann 
constant and Tf is the flame temperature. Considering a 20 
lpm total gas flow rate with a seeding rate of 1.6 ×1011 WC 
particles/m3 , total radiative power produced by the glowing 
particles is
For a gas mixture consisting of air/methane at stoichiom-
etry, the heat release rate from combustion of the fuel is 
approximately
This suggests that for usual PIV seeding levels (50 particles 
per interrogation window for the present configuration), the 
radiative heat loss by WC particles is negligible compared 
with the heat produced by the reaction.
2.4  Effects of the LII decay time on the maximum 
measurable velocity
In the present experiment, the tested flow speeds are lower 
than 15 m/s. Therefore, during the LII decay time (1–2 μ s, 
based on a preliminary test) the particle barely moves com-
pared with the displacement during the pulse interval, so that 
particle images do not appear as streaks on any frames. Con-
sidering a decay time of 2 μ s, 31.9 μ m pixel resolution and 
a particle image size of 2–4 pixels, the maximum velocity 
allowed is estimated as ∼ 30 m/s (during the decay time the 
particle moves less than 2 pixels whilst the signal strength 
decays exponentially). Beyond this velocity range, particle 
streaks may appear. However, in principle it should be possible 
to perform cross-correlations over particle streaks which start 
from a bright spot to a dark end, thus providing extra informa-
tion for correlation peak detection. For supersonic applica-
tions, the LII signal would leave a long trajectory (> 20 pixels 
for current setup) on the images. Direct correlation on these 
trajectories may not be possible with the proposed technique. 
In this scenario, further image processing may be required to 
capture the starting location of particles, which is beyond the 
scope of this paper.
(2)q̇r = 𝜋d2𝜀𝜎(T4f − T4a ) = 1.4 × 10−7 W,
(3)Q̇r = q̇rN ≈ 7 W
(4)Q̇CH4 = 1.2 kW
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3  LII‑PIV demonstration on an air jet
3.1  Operating conditions
The proposed technique was first tested on a seeded air jet 
of diameter 11.7 mm at a flow rate of 50 slpm, correspond-
ing to a bulk velocity around 8.5 m/s at 298 K and a Reyn-
olds number Re = 6600. The air flow rate was metered by 
a 250 slpm Alicat Mass Flow Controller (MFC), with 1% 
full scale precision. The time interval between two laser 
pulses was set to 훿t = 40 μs . Tungsten carbide particles 
(0.2 μm) and fine alumina particles (1 μm) were seeded to 
the air jet separately by a seeder (Texas Airsonics AJ-1), 
and measurements were made based on the Mie and 
LII signal, respectively. Before loading new tracers, the 
seeder, pipe and jet were flushed by 200 slpm air flow 
rate for 20 min to ensure that there were no residual par-
ticles in the flow system. Figure 1 shows the PIV images 
recorded at the green (532 nm, top row) and blue (425 
nm, bottom row) channels for the two types of particles. 
The absorption cross section of white alumina particles 
is much smaller than that of tungsten carbide; hence, no 
LII signal can be detected from alumina tracers, as shown 
in Fig. 1 ( bottom row). Note that the laser fluence used 
in this study is too low to heat particles larger than sev-
eral micrometers to LII temperatures, even if they have 
large absorption efficiency (black), as also determined in a 
study of coal particles (Balusamy et al. 2015). Hence, this 
technique can potentially be applied to measure two-phase 
flows laden with large coal or metal particles, as the latter 
will not produce detectable LII signals.
3.2  Raw images and data processing
Figure 2a, b show the zoomed-in view of a Mie-scatter 
and a LII image extracted from the first frame, both based 
on the WC tracer. As mentioned earlier, for the velocity 
in this case, the particle displacement during this signal 
decay time is less than 1 pixel, which cannot be resolved 
by the camera. Hence, particle images do not appear as 
streaks on any frames.
The Mie-scatter images in Fig. 2a shows clear particle 
images on a clean background, whereas the LII image, 
Fig. 2b shows blurred particle images on a background of 
∼ 30 counts. The mean intensity of LII spots is about 200 
counts (maximum 800 counts) for a noise level of 5 counts, 
whilst the mean intensity of Mie-scatter particle image is 
around 300 counts. According to the LII theory, the incan-
descence signal strength is approximately proportional to 
T4
p
 , and the particle temperature Tp depends on the local 
laser fluence F. The laser sheet used in this experiment had 
a Gaussian profile along the out of plane direction. Hence, 
the brightest spots may be particles located close to the 
peak of the Gaussian profile, whilst particles subjected 
to the wings of the light sheet only produce very weak 
spots or form a vague background when projected onto the 
image plane as their temperature is much lower. This may 
Fig. 1  First frame shots of a PIV image pair based on Mie-scattering 
(top row), and LII signal (bottom row) in an air jet. Tracers are 0.2 μm 
WC and 1 μm alumina, respectively (columns). The colorbars show 
the actual intensity counts recorded by the camera, which saturates 
at 9900 counts and has a dark noise around 5 counts. Note that the 
hot colormap is used to represent the incandescence signal, but it was 
actually collected from a blue channel (425 ± 25 nm)
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also explain why there are fewer apparent particle images 
in Fig. 2b than that in a, although they were taken at the 
same seeding rate. Low apparent particle image density 
makes LII-PIV more susceptible to the drop of seeding 
density than the case of Mie-PIV, especially around the 
mixing layer where unseeded air is entrained.
PIV works by cross-correlating particle image patterns 
between two frames to derive the displacement during a 
known time interval 훿t . A clear particle image pattern within 
the interrogation window guarantees a robust detection of 
the correlation peak, whereas a cross-correlation over a 
plain and smooth background with no particle images does 
not produce a unique sharp peak, and generates a spurious 
vector. Hence for the LII-based PIV, the background sig-
nal in Fig. 2b needs to be removed by image preprocessing 
before cross-correlations are made. The image preprocess-
ing and vector calculation were performed using Davis 8.3 
from LaVision, as follows. Both frames of the LII image 
were filtered by a high-pass filter which removed the sliding 
background with a length scale larger than 10 pixels, and 
a threshold of 15 counts was applied to the filtered image 
to remove the noise and residual background signal. Fig-
ure 2c shows the LII image after preprocessing. Vectors were 
then calculated based on the processed image pairs using 
multipass cross-correlation with a decreasing window size 
( 64 × 64 for the first pass, 32 × 32 for the second pass, both 
with 25% overlap). Vectors with a Q-factor lower than 1.2 
were removed. A median filter was also applied to post-
process the obtained vector field to remove any spurious 
vectors. To show the robustness of LII-based PIV, the 
removed vectors were left blank without interpolation and 
no further post-processing was applied. An example of the 
raw vector field is shown in Fig. 2d.
3.3  Results and discussion
Figure 3 shows an example of a single-shot velocity field 
measured by Mie-scatter and LII signal, respectively. In 
both cases, the cross-correlation produces quite a few 
spurious vectors, which have been removed during post-
processing. This is not uncommon for PIV measurements 
on turbulent flows, as the interrogation window size (of up 
to ∼ 1 mm) is much larger than the Kolmogorov scale, and 
particles within one window may move at different veloci-
ties, thus producing a weak correlation peak. The averaged 
percentage of remaining vectors in the marked region over 
the whole 400 single-shots is calculated as 87% and 84% 
for Mie-scatter and LII-based PIV, respectively. This is 
an acceptable level for a turbulent jet of Re = 6600. By 
that metric, the experiments show that LII technique is as 
good as traditional Mie-scatter PIV to measure single-shot 
velocity fields without losing too much spatial informa-
tion in the core region, even though the number density of 
LII particle images is relatively lower than those of Mie 
scatter after preprocessing. The vectors on the top region 
of Fig. 3b are missing due to low signal to noise ratio, as 
the particles here are approaching the edge of the light 
sheet where the laser fluence drops quickly. This occurs 
Fig. 2  a Mie-scatter image of 
WC particles; b LII image of 
WC particles, both extracted 
from the first frame; c preproc-
essed LII image; d velocity field 
obtained at the same position 
based on the LII image pair 
(second frame not shown here). 
To present the robustness of the 
proposed technique, the vector 
field shown in d has not been 
post-processed by any interpola-
tion or smoothing, and the inter-
rogation region for removed 
vectors are shown in white. The 
area of the shown region is 200 
× 200 pixel (6.4 × 6.4 mm2)
(a) (b)
(c) (d)
Experiments in Fluids (2018) 59:156 
1 3
Page 7 of 14 156
because the LII-PIV is much more sensitive to the local 
laser fluence than Mie-scatter PIV, suggesting a potential 
limitation of the technique. The velocity probability den-
sity function (PDF) in the same region is plotted in Fig. 4. 
The velocity PDF extracted from the LII images matches 
well with that from the Mie-scatter PIV images.
Figures 5a and 6a show the mean velocity ⟨U⟩ and its rms 
⟨u⟩ measured with the two types of tracers, namely 1 μm alu-
mina and submicron WC. The velocity profiles at h = 15, 25, 
and 35 mm are extracted and compared in Figs. 5b and 6b. 
As shown in Fig. 5, the LII-PIV with WC agrees well with 
the results given by the 1 μ m alumina case (normal PIV), 
which shows that the selected submicron WC tracer can 
accurately follow the flow, and velocities can be accurately 
extracted from LII image pairs. The velocity rms in the shear 
layer obtained from LII signal is slightly higher than the 
normal PIV result, shown in Fig. 6. Again, this is probably 
due to the entrainment of unseeded air, leading to a poorer 
signal to noise ratio at this location for LII images. Adding 
a seeded coflow with WC particles can solve this problem.
4  LII‑PIV on a non‑reacting droplet‑laden 
flow
4.1  Operating conditions
In this section, LII-based PIV was applied to measure the 
velocity field for the gas phase, while Mie-scatter PIV is 
used for the liquid phase in a droplet-laden flow. A Dela-
van AL-06 air-assisted atomizer was used to generate 
Fig. 3  Example of single-shot 
velocity field based on a Mie 
scattering of 1 μ m alumina and 
b LII signal from WC. Note 
they were taken non-simulta-
neously. Removed vectors are 
intentionally left blank rather 
than interpolated. The percent-
age of remaining vectors in the 
marked region after median 
filtering (averaged over 400 
single-shots) is 87% and 84% 
for Mie-scatter and LII-based 
PIV, respectively
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Fig. 4  Velocity probability density function (normalized) calculated 
from the marked region in Fig.  3 over 400 single-shots. Black line 
denotes the LII-based PIV, and red dotted line represents the result 
from Mie-scatter PIV
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ethanol droplets. Ethanol was delivered into the atomizer 
by a syringe pump, and the liquid flow rate was calibrated 
as 6 ml/min by a micro-scale. The air flow rate through the 
atomizer was 5 slpm, metered by a 20 slpm Alicat MFC. 
The atomizer was installed into the bottom of a laminar 
flame burner, shown in Fig. 7a schematically. The burner 
consists of a 90-mm-diameter chamber, with a height of 
260 mm which converges to an aerodynamically shaped 
nozzle of 22-mm exit diameter shrouded by a 5-mm-wide 
annular co-flow. For this non-reacting case, no co-flow was 
used to shield the droplet-laden flow. In spite of the high 
instantaneous temperatures reached by the WC particles, 
no ignition was observed. The measured droplet SMD was 
38.2 μm and the size distribution PDF is shown in Fig. 7b, 
which was measured by a Dantec PDA system at the outlet 
of the burner. WC tracers were carried by Air 2 (35 slpm, 
controlled by a 50 slpm Alicat MFC), which was mixed 
with the liquid droplets. The bulk velocity at the burner 
outlet was about 1.9 m/s at room temperature and Re = 
2800. The time interval between two laser pulses was set 
to 230 μs for this case. The atomizer itself also generated 
some acoustic noise and turbulence to the droplet-laden 
flow. Mie-scatter and LII signals from the droplet/WC/air 
mixture were recorded separately using the same PIV cam-
era. As mentioned in Sect. 2.1, a ND = 2 filter and a small 
aperture (f/22D) were applied to protect the CCD from 
overexposure when capturing the Mie-scattering signal. 
Fig. 5  a Mean velocity field for 
the same air jet, measured with 
1 μ m alumina (left half) and 
0.2 μ m WC (right half). b The 
velocity profiles at h = 15, 25, 
35 mm are extracted and com-
pared. The LII-PIV with WC 
matches well with the results 
given by the 1 μ m alumina case 
(normal PIV)
(a) (b)
Fig. 6  a Velocity rms for the 
same air jet, measured with 
1 μ m alumina (left half) and 
0.2 μ m WC (right half). b The 
velocity profiles at h = 15, 
25, 35 mm are extracted and 
compared. The velocity meas-
urement by LII-PIV is more 
susceptible than Mie-PIV to the 
drop of seeding density in the 
mixing layer; hence, a higher 
velocity rms is observed in this 
region
(a) (b)
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In this configuration, the Mie scatter from the 0.2 μ m WC 
particles cannot be detected, as it is lower than the signal 
scattered from the much larger ethanol droplets by several 
orders of magnitude. Therefore, Mie scattering from liquid 
droplets and LII signal from WC can be captured sepa-
rately to determine the velocity field for each phase. After 
the two-phase PIV measurement, a conventional PIV test 
with 1 μm alumina particles was conducted for comparison 
without the presence of ethanol droplets.
4.2  Results and discussion: LII and droplet PIV
Figure 8 shows sample images of the liquid droplet (Mie) 
and WC particles (LII) taken from the droplet/WC/air mix-
ture. The velocity of droplets was extracted from the former, 
and the gas-phase velocity from the latter. Unlike Fig. 2b, the 
LII particles image in Fig. 8b are smeared, which is probably 
due to multiple scattering of the LII signal in the dense drop-
let cloud. However, this does not affect the cross-correlation, 
as shown later on. Note that it would not be possible to apply 
any Mie-based methods to separate the gas-phase and drop-
let velocity for the high droplet density shown in Fig. 8a.
During the mixing process in the chamber, some WC par-
ticles may be captured by the liquid, as we noticed after the 
experiment that some WC tracers were accumulated on the 
sidewall and at the bottom of the burner. This was not found 
for the case without the presence of droplets. It suggests 
that (a) for an extremely high droplet number density, and 
thus a narrow interdroplet spacing, solid tracer-based two-
phase PIV may not be applicable as most particles will be 
captured by liquid, and the remaining free particles may be 
too sparse for conducting a successful cross-correlation; and 
(b) frequent cleaning may be necessary if the measurement 
is conducted in a confined space with sprays, such as in a 
chamber or cylinder. However, we note that the same issue 
would be present for the use of fluorescent or phosphores-
cent dyes on tracer particles.
The same data processing procedure described in 
Sect. 3.2 was applied to process the PIV images and to 
calculate the vector field. Figure 9 shows the velocity field 
based on Mie scattering from the droplets and LII from WC 
particles. The former represents the velocity for the disperse 
phase, and the latter for the continuous phase.
Figures 10 and 11 show the mean and rms velocity 
measured by droplets (Mie scattering) and WC particles 
(LII). The mean velocity fields given by the Mie signal and 
Fig. 7  a Schematic view of the laminar flame burner and the droplet-
laden flow; b size distribution of the ethanol droplets measured by a 
PDA system at the outlet of the burner. A total number of 5000 drop-
lets were sampled, and the size distribution is cut off at 80 μm , limited 
by the mask installed in front of the PDA detector. The bars show the 
measured data and the red curve is the best log-normal fitting to the 
bars
(b)(a)
Fig. 8  Zoomed-in view of a Mie scattering and b LII image from the 
droplet/WC/air mixture
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LII signal are very different, as shown in Fig. 10a, b. This 
could be attributed to the inertia of liquid droplets, which 
move significantly slower than the gas. Gravity also plays 
a role, as it could be verified by the observation that some 
droplets start to move downwards at around 10 cm above 
the nozzle. A quantitative comparison is made by compar-
ing the velocity PDFs in the core region, and presented in 
Fig. 12. The slip velocity between droplets and gas phase 
can be clearly observed from the PDFs. Interestingly, the 
gas phase velocity measured in the presence of droplets 
(black line) shows a slightly wider distribution than that 
with no droplets (red dotted line). This implies that the 
large droplets may interact with the gaseous flow, and lead 
to a higher fluctuation in the gas-phase velocity.
5  Demonstration of LII‑PIV on a flame
5.1  Operating conditions
In this section, the LII-PIV technique was demonstrated on 
a canonical stagnation flame using the same laminar flame 
burner, shown in Fig. 13. The atomizer was removed from 
the burner and the hole was sealed. A water-cooled brass 
Fig. 9  Single-shot velocity field 
based on a Mie scattering from 
droplets and b LII signal from 
WC, which represents the gas-
phase motion in this droplet-
laden flow. Removed vectors 
are left blank intentionally. Note 
they were taken non-simulta-
neously
(a) (b)
Fig. 10  a Mean velocity field of 
liquid phase (left) and gas phase 
(right); b the velocity profiles at 
h = 15, 25, 35 mm are extracted 
and compared. Ethanol droplets 
move significantly more slowly 
than the gaseous flow due to the 
effect of gravity relatively to the 
drag force. The dashed square 
marks the region where velocity 
PDFs in Fig. 12 are calculated
(a) (b)
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plate was placed over the nozzle of the burner, and the dis-
tance between the plate and nozzle was fixed at 25 mm. 
Methane was used as the gaseous fuel with a flow rate of 
2.7 slpm, metered by a 20 slpm Alicat MFC. The air flow 
rate was set to 30 slpm, leading to an equivalence ratio of 휙 
= 0.86. An unseeded nitrogen co-flow was controlled by a 
250 slpm Alicat MFC to provide the same co-flow velocity 
as the main flow. A flat flame is stabilized 5 mm beneath the 
surface of the cooling plate. It can be observed from Fig. 13 
that the flame luminosity is very strong due to radiation 
from the seeded black WC particles; this saturates the sec-
ond frame of the LII image and causes a problem for the 
cross-correlation in the post-flame region, as described later. 
Tracer particles of diameter 1 μ m alumina (normal PIV) and 
0.2 μ m WC were used for Mie-scatter PIV on this reacting 
cases separately. For this laminar flame case, 200 images 
were recorded for each dataset, and a single pass of 32 × 32 
pixel interrogation window with 25% overlap was applied 
to calculate the vector field.
5.2  Results and discussion: WC flame PIV
Figure 14 shows the result of PIV for the stagnation flame. 
Figure 14a, b are sample single shot first frames of Mie scat-
ter (left) and LII (right), respectively. The particle density 
drops by a factor of around seven downstream of the flame 
front, due to thermal expansion of the flow (thus a much 
lower seeding density) and the out-of-plane motion of tracer 
particles as they are approaching towards the cooling plate. 
Fig. 11  a Velocity rms of liquid 
phase (left) and gas phase 
(right); b the velocity profiles at 
h = 15, 25, 35 mm are extracted 
and compared. In the jet core 
(well seeding) the gas-phase 
velocity fluctuation is slightly 
higher than that of the liquid-
phase
(b)(a)
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Fig. 12  Velocity PDFs calculated over the marked region in Fig. 10a. 
Black line shows the gas phase velocity, whilst blue line presents the 
droplet velocity. For comparison, the velocity PDF based on 1 μm alu-
mina (red dotted line) measured without the presence of droplets is 
also plotted
Fig. 13  Schematic view of the stagnation flame configuration
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This is found to be the case for both alumina and WC trac-
ers. Despite the drop in seeding density, there is still suffi-
cient particle density in both Mie scattering and LII images 
downstream the flame front for a robust cross-correlation, 
which can be clearly seen after preprocessing the images 
(second row in Fig. 14). This shows a great advantage of 
LII-based PIV over the traditional color-based approach: if 
fluorescent particles were used for this case, the emission 
would no longer exist right downstream of the flame front 
due to thermal quenching and decomposition of the dopant.
However, on the second frame, the LII image becomes 
saturated by the flame luminosity (Fig. 14f), whilst the 
flame only leaves a weak signature on the Mie-scatter 
image (Fig. 14e). Because of the readout mechanism of 
the low-speed CCD camera operated in the double-frame 
mode, the exposure time of the second frame is much 
longer than the first frame. As mentioned in Sect. 2.1, 
in the present case, the shutter time for the first frame is 
5 μ s, and ∼ 150 ms for the second frame, with an inter-
frame interval of 5 ns. This is a common problem for PIV 
measurements of luminous flames using a (low speed) 
CCD camera. Several solutions have been proposed to 
this problem: (a) using a narrow bandpass filter centered 
at the laser wavelength, as implemented in the present 
(a)
(c)
(b)
(d)
(e)
(g)
(f)
(h)
(i) (j)
Fig. 14  a, b First frame a example PIV image; c, d preprocessed 
image (first frame); e, f second frame of the PIV image; g, h preproc-
essed image (second frame); i, j mean velocity field. Left column is 
based on Mie scattering from alumina tracer, and right column on LII 
signal from tungsten carbide particles, respectively
Experiments in Fluids (2018) 59:156 
1 3
Page 13 of 14 156
study for obtaining clean Mie-scatter images; (b) using a 
CMOS high-speed PIV camera, which has short exposure 
time for both frames; (c) reducing the gating time of the 
second frame with an extra shutter; and (d) using another 
CCD camera to record the particle images illuminated 
by the second laser pulse. Method (a) is not appropriate 
for the LII-PIV technique because black body radiation 
is also broadband, hence a narrow filter also reduces the 
strength of LII signal. Method (b) is feasible so long as 
the high-speed laser used has sufficient output energy 
to generate LII signals. Method (c) has previously been 
demonstrated by Li et al. (2008), in which high flame 
luminosity on the second frame was removed success-
fully using mechanical shutters. Since the shutters are 
not expensive, this is a good solution for low-speed LII-
PIV in flames. Method (d) is simple and straightforward, 
but the two cameras need to be carefully aligned, and 
the background displacement needs to be measured with 
a static target and subtracted by image mapping during 
the preprocessing stage. Fig. 14i, j shows the measured 
velocity field based on the preprocessed images (g), (h). 
The LII-PIV method is capable of measuring the veloc-
ity upstream the flame front, however the vectors above 
20 cm in height were lost owing to the overexposure 
problem. It is expected that with an extra shutter/camera, 
two-phase LII-PIV measurements can also be achieved 
on a particle-laden or droplet-laden flame successfully. 
A demonstration is currently underway implementing the 
LII-PIV technique in flames with the use of high fre-
quency CMOS cameras.
5.3  Possibility of applying LII‑PIV to a sooty flame
In Sect. 5.2, a premixed lean flame was used to demon-
strate LII-PIV, where little soot was produced. If this tech-
nique was to be applied to a diffusion flame where large 
amounts of soot are produced, such as in Nordström et al. 
(2014), the LII signal from black tracers would be over-
whelmed by the LII signal from soot particles, which can 
have a much higher volume fraction than the seeded trac-
ers, and would have reached the sublimation temperature 
much earlier under the same laser fluence. However, the 
decay time of LII signal is proportional to the particle 
size, as larger particles need a longer time to cool down to 
the ambient temperature due to a smaller surface to vol-
ume ratio. The LII signal from soot particles usually lasts 
for several hundreds of nanoseconds, while the LII decay 
time of the tungsten carbide powder used in this study is 
between 1 and 2 μ s. Hence, the LII signal from soot may 
be gated away, or at least reduced to a separable level, by 
carefully selecting the tracer size and using a proper gat-
ing strategy.
6  Concluding remarks
In this study, a novel PIV technique based on a LII signal 
from seeded submicron black particles is introduced to 
separately measure the velocity field corresponding to the 
liquid and gas phases of a two-phase flow. The black trac-
ers are heated up to several thousand degrees to emit strong 
incandescence signal by a double-pulsed PIV laser running 
at high output energy, whilst the laser-induced temperature 
increase in large liquid droplets or solid particles is negli-
gible. By collecting the LII signal at a wavelength different 
from the Mie scattering, the motion of seeded black tracers, 
which represents the gaseous flow field, can be separated 
from the motion of the disperse phase. Experimentally the 
LII-PIV technique was demonstrated on a single phase air 
jet, a droplet-laden flow, and finally a stagnation flame. The 
results were compared with those from a single-phase Mie-
scatter PIV with 1 μ m alumina particles. The main conclu-
sions are summarized as follows:
• Fine and inexpensive tungsten carbide (WC) tracer parti-
cles used in this study can accurately follow the gaseous 
flow, and the LII images are sufficiently robust to achieve 
accurate velocity measurements.
• LII-PIV is a low-cost but promising technique for meas-
uring two-phase flows. In the droplet-laden flow case, by 
recording the Mie scattering from large droplets and the 
LII signal from WC particles separately, the liquid-phase 
and gas-phase velocities were measured independently. 
The LII-PIV technique is applicable to much higher 
droplet densities compared with previous methods.
• For the reacting case, the first frame of the LII image pro-
vides high quality particle images for cross-correlation 
even at the reaction and post-flame zone, whereas fluo-
rescent or phosphorescent particles may not produce a 
detectable signal. However, the second frame is saturated 
by the flame luminosity, due to the long exposure times 
created in low-speed PIV. This problem can be solved by 
applying an extra shutter to reduce the shutter time of the 
second frame, as demonstrated by previous research, or 
by a gated or CMOS camera.
• For reacting flows, the density should be carefully con-
trolled to avoid severe local gas heating and radiative heat 
loss. A seeding rate at the level of 1011 particles/m3 is 
sufficient for velocity measurement whilst not disturbing 
the flame.
Future work focuses on demonstrating the LII-PIV technique 
on a two-phase flame (droplet-laden and particle-laden), and 
on sooty diffusion flames.
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